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•

•

•

•

•
•

Termimesh System Barrier parged 

to edge of slab.

Continuous Termimesh 

System Barrier around 

the perimeter cavity.

The Termimesh System Barrier is parged (bonded) to the side of the 
rebate, stepped down into the cavity and generally run on the second 

course of the outside brickwork below the flashing or dampcourse.
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Flashing

Parged to slab

Visual Clearance
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•
•

•

•

•

•

•

F.G.L.

Vapour
Barrier
to BCA

requirements

Termimesh System Barrier

STAINLESS STEEL MESH INSTALLATION

PERIMETER INSTALLATION 
Cavity Wall for Brick Veneer 

on Rebated Slab 
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

1.4

102C

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

STAINLESS STEEL MESH INSTALLATION

Termiflange
PENETRATION PROTECTION 

Type 1 – Centre of Slab – Pre-Pour

••

Clamp

Concrete Slab

Service Penetration

•
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•
••

• •

•
••

• •
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•
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•

•

•

• •

•

•

•

•

•

•
•

•

•

•

• •

EQ

EQ

Vapour
Barrier
to BCA

requirements

Termimesh System Barrier

PLAN

Clamp

Plumbing Pipe 
or Similar 

Penetration

Ridge 
Flange flared 

up approx. 15

o

ELEVATION

Termimesh System Barrier

SPECN109-1+COL
Diag15(ii)+.eps
Diag13(ii).eps

NOTE: Ridges may be inverted.
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

2.1

109
Flanges

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

STAINLESS STEEL MESH INSTALLATION

CONTROL JOINT 
PROTECTION

EXISTING SLAB

•

•

•

•

•

•

•

•

•

• •
•

•
•
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•

•
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•
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•

•

•

•

•

•

•
•
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•
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•
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•

•

•

•

•

•

•

•

•

•

•
••

•
•

••
•

•
•

•

NEW SLAB
•

•

••
••

Concertina Fold

•

•

•

•
•

•
•

•
•

•

•

•

•

Vapour 
Barrier
to BCA 

requirements

Termimesh System 

Barrier parged to slab.

Protective Membrane

Concertina Fold

EXISTING SLAB

•
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•
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•
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•

•
•
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•

•

•
•

•

•

•

•

NEW SLAB

Termimesh System 
Barrier

Protective Membrane

The Termimesh System Barrier is placed so 
as not to interfere with the vapour barrier.

SPECNControlJnt
ColdJointEndA.eps
ColdJointEnd(-).eps
Diag33-(i).eps
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Form
Board

Concertina Upstand

Note: Termimesh System Barrier tag left to join to 

perimeter system.
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

9.7

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

SPECNClusterPen
DiagCluster(i).eps
DiagCluster(i)a.eps
DiagCluster(ii).eps
DiagCluster(iii).eps

STAINLESS STEEL MESH INSTALLATION

Termiflange
PENETRATION PROTECTION

Cluster Penetrations

Installation at Base of Slab – pre-pour
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Concrete 
Slab

Service 
Penetrations

Clamps
Vapour
Barrier
to BCA

requirements
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•
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•
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•
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Concrete 
Slab

Service 
Penetrations

Termimesh System Barrier

Installation in Centre of Slab – pre-pour

Installation on Top of Slab – post-pour

Ridges – only

pre-pour

installation.

Edge

turned up.

Termimesh System Barrier

PLAN

NOTE: The Termimesh System Barrier flange is fixed so as not to 
interfere with the vapour barrier.
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

2.4

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.
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Concrete 
Slab

Service 
Penetrations

Termimesh System 

Barrier parged to 

slab.
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Termimesh System Barrier parged 

to edge of slab.

Continuous Termimesh 

System Barrier around 

the perimeter cavity.

The Termimesh System Barrier is parged (bonded) to the side of the 
rebate, stepped down into the cavity and generally run on the second 

course of the outside brickwork below the flashing or dampcourse.
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Flashing

Parged to slab

Visual Clearance
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F.G.L.

Vapour
Barrier
to BCA

requirements

Termimesh System Barrier

STAINLESS STEEL MESH INSTALLATION

PERIMETER INSTALLATION 
Cavity Wall for Brick Veneer 

on Rebated Slab 
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

1.4

102C

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

STAINLESS STEEL MESH INSTALLATION

Termiflange
PENETRATION PROTECTION 

Type 1 – Centre of Slab – Pre-Pour
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Clamp

Concrete Slab

Service Penetration
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EQ

EQ

Vapour
Barrier
to BCA

requirements

Termimesh System Barrier

PLAN

Clamp

Plumbing Pipe 
or Similar 

Penetration

Ridge 
Flange flared 

up approx. 15

o

ELEVATION

Termimesh System Barrier

SPECN109-1+COL
Diag15(ii)+.eps
Diag13(ii).eps

NOTE: Ridges may be inverted.
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

2.1

109
Flanges

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

STAINLESS STEEL MESH INSTALLATION

CONTROL JOINT 
PROTECTION

EXISTING SLAB

•

•

•

•

•

•

•

•

•

• •
•

•
•
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•
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•
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•

•
•
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•

•

•
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•
•
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•
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•

NEW SLAB
•

•

••
••

Concertina Fold

•

•

•

•
•

•
•

•
•

•

•

•

•

Vapour 
Barrier
to BCA 

requirements

Termimesh System 

Barrier parged to slab.

Protective Membrane

Concertina Fold

EXISTING SLAB

•
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•
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•

NEW SLAB

Termimesh System 
Barrier

Protective Membrane

The Termimesh System Barrier is placed so 
as not to interfere with the vapour barrier.

SPECNControlJnt
ColdJointEndA.eps
ColdJointEnd(-).eps
Diag33-(i).eps
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Form
Board

Concertina Upstand

Note: Termimesh System Barrier tag left to join to 

perimeter system.
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

9.7

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

SPECNClusterPen
DiagCluster(i).eps
DiagCluster(i)a.eps
DiagCluster(ii).eps
DiagCluster(iii).eps

STAINLESS STEEL MESH INSTALLATION

Termiflange
PENETRATION PROTECTION

Cluster Penetrations

Installation at Base of Slab – pre-pour
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Concrete 
Slab

Service 
Penetrations

Clamps
Vapour
Barrier
to BCA

requirements
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Concrete 
Slab

Service 
Penetrations

Termimesh System Barrier

Installation in Centre of Slab – pre-pour

Installation on Top of Slab – post-pour

Ridges – only

pre-pour

installation.

Edge

turned up.

Termimesh System Barrier

PLAN

NOTE: The Termimesh System Barrier flange is fixed so as not to 
interfere with the vapour barrier.
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

2.4

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.
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Service 
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Termimesh System 

Barrier parged to 

slab.
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Flashing
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Termimesh System Barrier parged 

to edge of slab.

Continuous Termimesh 

System Barrier around 

the perimeter cavity.

The Termimesh System Barrier is parged (bonded) to the side of the 
rebate, stepped down into the cavity and generally run on the second 

course of the outside brickwork below the flashing or dampcourse.

Box Slab

Rebate

•

•

•

•

•

•

•
•

•

•

•

•

•

•

•

•

•

•

•
•

•

•

•

•

•

•

•

••

•

•

•
•

•

•

•

•

•

•

•

•

•
•

• •

•

•

•

•

•

•

Flashing

Parged to slab

Visual Clearance

•

•
•

•

•

•

•

•

F.G.L.

Vapour
Barrier
to BCA

requirements

Termimesh System Barrier

STAINLESS STEEL MESH INSTALLATION

PERIMETER INSTALLATION 
Cavity Wall for Brick Veneer 

on Rebated Slab 

SPECN102C+
Diag102C+.eps
DiagQld2Biv.eps
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

1.4

102C

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

STAINLESS STEEL MESH INSTALLATION

Termiflange
PENETRATION PROTECTION 

Type 1 – Centre of Slab – Pre-Pour

••

Clamp

Concrete Slab

Service Penetration

•
•

•

•

•
••

• •

•
••

• •

•

•

•

•

•
•

•

•
•

•

•

•
•

•

•

• •
• •

•

•
•

•

•
•

•

• •
•

•
•

•

•

•

•

•

•

••

•
•

•

•

•

•

•

•

•

• •

•

•

•

•

•

•
•

•

•

•

• •

EQ

EQ

Vapour
Barrier
to BCA

requirements

Termimesh System Barrier

PLAN

Clamp

Plumbing Pipe 
or Similar 

Penetration

Ridge 
Flange flared 

up approx. 15

o

ELEVATION

Termimesh System Barrier

SPECN109-1+COL
Diag15(ii)+.eps
Diag13(ii).eps

NOTE: Ridges may be inverted.
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

2.1

109
Flanges

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

STAINLESS STEEL MESH INSTALLATION

CONTROL JOINT 
PROTECTION

EXISTING SLAB

•

•

•

•

•

•

•

•

•

• •
•

•
•

•

•

•
•

•

•

•
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•

•

•
•

•

•

•
•

•
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•

•

•

•

•

•

•

•

•

•

•

•

•

•
••

•
•

••
•

•
•

•

NEW SLAB
•

•

••
••

Concertina Fold

•

•

•

•
•

•
•

•
•

•

•

•

•

Vapour 
Barrier
to BCA 

requirements

Termimesh System 

Barrier parged to slab.

Protective Membrane

Concertina Fold

EXISTING SLAB

•
•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•
•

•

•

•
•

•

•
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•

•

•

•

•
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•

•

•
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•

•
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•
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•

•

•
•

•

•

•

•
••

•

•

•
•

• ••
•

•

•
•

•

•

•

•

NEW SLAB

Termimesh System 
Barrier

Protective Membrane

The Termimesh System Barrier is placed so 
as not to interfere with the vapour barrier.

SPECNControlJnt
ColdJointEndA.eps
ColdJointEnd(-).eps
Diag33-(i).eps

SLAB

•
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•

•

•

•

•
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•
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•

•

•
•
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•

•

•
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•

•

•
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Form
Board

Concertina Upstand

Note: Termimesh System Barrier tag left to join to 

perimeter system.

TMA Corporation Pty Ltd
48 Century Road
MALAGA Western Australia 6090
ABN 90 009 452 475

COPYRIGHT ©
Date: 
 Dec 2004
Updated:
 May 2011

Drawn: 
WB

Scale: 
NTS

The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

9.7

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.

SPECNClusterPen
DiagCluster(i).eps
DiagCluster(i)a.eps
DiagCluster(ii).eps
DiagCluster(iii).eps

STAINLESS STEEL MESH INSTALLATION

Termiflange
PENETRATION PROTECTION

Cluster Penetrations

Installation at Base of Slab – pre-pour

•
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Concrete 
Slab

Service 
Penetrations

Clamps
Vapour
Barrier
to BCA

requirements
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Concrete 
Slab

Service 
Penetrations

Termimesh System Barrier

Installation in Centre of Slab – pre-pour

Installation on Top of Slab – post-pour

Ridges – only

pre-pour

installation.

Edge

turned up.

Termimesh System Barrier

PLAN

NOTE: The Termimesh System Barrier flange is fixed so as not to 
interfere with the vapour barrier.
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The Termimesh System
For further information or additional specifications, 
contact 1800 632 111 or www.termimesh.com

Code
Spec 

2.4

SPECIFICATION
(for illustration purposes only)

Manufactured under a 
Management System certified as 
complying with ISO 9001:2008.
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Concrete 
Slab

Service 
Penetrations

Termimesh System 

Barrier parged to 

slab.








